
 

 

 

 

 

 

 

 

              

 

  

GPS 

800 series 

 
Figure 1 Model shown GPS-810 
Exceptional waveform viewing and 
measurements in a compact, lightweight 
package 
 
Portable oscilloscopes are used in many field 
troubleshooting applications from electrical and electro-
mechanical to electronic and industrial control systems.  
The GPS-800 series provides outstanding Two Channel 
Colour DSO Oscilloscope full-colour performance plus 
added functions of a full featured digital multimeter to 
tackle tough environments with the performance you 
expect. Use the built-in Waveform recorder and TrendPlot 
software to assist in documenting your results. The 
oscilloscope includes a rechargeable lithium ion battery for 
up-to 5 hours’ battery life, 

 
Key Features 
 

 Dual-input combination of 
oscilloscope, multimeter 
and recorder in one unit 
 

 Maximum 200MHz 
bandwidth 

 
 1GSa/s real time sampling 

rate 
 

 2Mpts memory depth 
 

 High resolution multimeter 
provides measurements of 
DCV, ACV, DCI, ACI, 
Resistance, Diode,  
Capacitance and 
Continuity 
 

 Supports USB storage and 
updates; PC remote 
control and PictBridge 
printing 
 

 
Ideal for 
 

 Outdoor measuring 
 Circuit measurements 
 Wind power, PV power and 

other renewable energy 
equipment 

 Automotive 
electronics/electric car 
testing 

 Electric power systems 
 Industrial scenarios of 

electric debug testing and 
measuring 

 Education and science 
research 

 Plant automation systems 
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OSCILLOSCOPE   

GPS-800 series 



Technical Specifications 
 

 

 

 

 

 

 

 

 

 

 

                

 

 

 

 

 

 

 

 

 

          

          

 

          

 

Model GPS-806 GPS-810 GPS-820 

Bandwidth 60 MHz 100 MHz 200 MHz 

Rise time ≤5.8 ns ≤3.5 ns ≤1.75 ns 

Real time sampling rate 1 GSa/s 500 MSa/s 

Equivalent sampling rate 50 GSa/s 

Vertical sensitivity 2 mV – 100 V/div 

Time base range 
5 ns – 50 s/div 

Scan:100 ms – 50 s/div 

2.5 ns – 50 ns/div 

Scan:100 ms – 50 s/div 

Memory depth 2 Mpts 32 Kpts 

Triggering Edge, Pulse, Video, Slope, Alternative 

Vertical resolution 8 bits 

Frequency counter 6 bits 

Data recorder 7 M points 

Trend plot 800 K points /CH 

Interface USB Device. USB Host 

Math operation +, -, *, /, FFT 
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Standard Accessories 
Two passive probes (1:1 / 10:1)  
Probe compensator adaptor  
EasyScope© software 
Multimeter test lead; USB cable; application/driver CD 
 
Power 
100V-240V 50/60Hz 
 
Input Voltage 
Via BNC is up to CATII 300V and CAT III 150V; Standard probe: 10X 
CATII 400V;  
Optional probe: 10X CATII 1000V and 10X CAT II 600V Oscilloscope 
and multimeter safety grade is up to CATII 600V and CAT III 300V 
 
Languages 
English, Arabic, French, German, Russian, Portuguese Spanish, 
Japanese, Korean, Italian 
 

EMC 
2004/108/EC Directive 
Applicable standards EN 61326-
1:2006 EN 61000-3-2:2006 + A2:2009 
/ EN 61000-3-3:2008 
 
Safety  
2006/95/EC Low Voltage Directive 
EN 61010-1:2010/EN 61010-
031:2002+A1:2008 

General Specifications 
 

Part Numbers / Optional Accessories 

Code Item Part Number 

GPS-806 7" TFT LCD, 70MHz Digital Storage Oscilloscope, 2 Channels 180806 

GPS-810 7" TFT LCD, 100MHz Digital Storage Oscilloscope, 2 Channels 180815 

GPS-820 7" TFT LCD, 150MHz Digital Storage Oscilloscope, 2 Channels 180820 

Range of probes available – please contact for more details 

Dimensions  
163 x 260 x 53mm / 6 x 10 x 2” (w x d x h) approx. 
 
Mass  
1.5kg/3.3lbs approx. 
 
Operating 
0°C~40°C 
85%RH, 40°C 
≤3000m 

Services  
1-year warranty (subject to product 
registration with GPS Ltd) 
 
Visit www.gpslimited.com/register-
product 
Service and calibration available.  
 
Please contact for more information 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


